
UP

2
1

3
4

CL OF WALL
CLOF WALL

CLOF WALL

CLOF WALL

NOTE:

POOL SIZE 12.5m x 6m

THIS POOL HAS BEEN DESIGNED FOR 10 USERS

ON MODULES OF 2000mm x 2000mm PER USER.
POOL = 

POOL GRADIENT 1 : 20 (1:20 MAX)

SHALLOW 0.9MDEEP 1.5M

GRIP TILESRAMP UP 1:14

(1:14MAX)

STAINLESS STEEL 

HANDRAIL

1200

15
00

TILES

POOL GRATING

TILES

TACTILE TILES

INDICATIVE LOCATION OF 

ACCESS PANEL 600x600 

(ACCESS TO BALANCE 

TANK)

ACCESS PANEL 

600x600

(ACCESS TO 

BALANCE TANK)

GLASS WALL 

DESIRABLE

POOL 

MOTORISED

BLANKET 

(OPTIONAL)

6
0
00

CONCOURSE

TO FEMALE CHANGE 

ROOM

TO MALE CHANGE 

ROOM

TO LOBBY/ WAITING TO CLEANER'S ROOM

TO POOL EQUIPMENT 

STORE ROOM

FOR WIDER 

OPENING 

OPTIONAL 

ADDITIONAL 

DOOR LEAFOPEN 

SHOWER 

AREA 

FOR DETAILS REFER TO HYDSH-I, 

HYDROTHERAPY POOL OPEN SHOWER 

AREA

TO POOL FILTRATION 

PLANT

ALTERNATIVE 

EXIT 

(OPTIONAL)

3000

EXIT

C L
O
F
 W

A
L
L

CLOF WALLCLOF WALL

2
0
00

MIN 2000

FW FW FW FW

FW

FW

FW

FWFWFWFW

FW

FW

FW

CG CG CW

2
0
00

2
0
00

2
0
00

2000 2000 2000 2000

CG CG

OPEN 

SHOWER 

AREA 

SS HANDRAIL ON SLOPE

HYDRAULIC LIFTER

(OPTIONAL)

12500

18765

11
60

0

2
5
50

C L
O
F
 W

A
L
L

CG CG

SS HANDRAIL 

SS HANDRAIL 

MIN 1800MM CLEAR

T/R

DFR

CTS

CSHR

M
IN

3
0
00

75 m²

CG

CG

LANDING

FOR DETAILS REFER TO 

HYDLK-I, HYDROTHERAPY 

POOL LOCKER BAY

CGCG
CG CG

10
00

FLOOR=TL

FLOOR=TL

0

2200

4250

ROLL-UP POOL

MOTORISED BLANKET

(OPTIONAL)

STAINLESS STEEL

HANDRAIL
STAINLESS STEEL

HANDRAIL

GUTTER 

WITH GRATING

150

900

3250

WPF WPF

WPF

SG SG

WPF
SK9 SK9

SG SG SG SGSG SGSG SGSG SG SG SG

SG SG SG SG SG SGSG SGSG SG SGSG SG

SG

SG

SG

SG

WT WT
GUTTER 

WITH GRATING

SK9

-1500

-900 POOL GRADIENT 1 : 20 (1:20 MAX) SHALLOW 0.9M

DEEP 1.5M

PO/1
WATERPROOF

HYDRAULIC 

LIFTER

(OPTIONAL)

PO/1S

RLS Room Code

RDS Room Code

ISSUE

DESIGNED APPROVED DATE SCALE(S) SHEET

PAPER DRAWING IDREVIT FILE NAME

iHFG Standard Components
Room Layout Sheet

This document is for advisory purpose only

International Health
Facility Guidelines

International Health Facility Guidelines at:
www.healthdesign.com.au/ihfg
Editable version of Standard Components on
Health Facility Briefing System (HFBS) at:
www.healthdesign.com.au ©TAHPI

iHFG

COMPATIBILITY

Room Name

1

 1 : 100

hydp-75-i

BV SA 03.11.22

hydp-75-i

hydp-75-i-1hydp-75-i

1 OF

Hydrotherapy Pool, 75m2

PLAN

CG    CORNER GUARD

CSHR    CURTAIN - SHOWER

CTS    CURTAIN TRACK - SHOWER

CW    COLD WATER OUTLET

DFR    DEFIBRILLATOR

FW    FLOOR WASTE

PO/1    POWER OUTLET - SINGLE

PO/1S    POWER OUTLET - SPECIAL

SG    SAFETY GLASS

SK9    TILE COVED SKIRTING

T/R    TROLLEY - RESUSCITATION, ADULT

TL    TILE FLOORING

WPF    WALL PAINT FINISH

WT    WALL TILE

4

REV DESCRIPTION DATE BY

1 FIRST ISSUE 03.11.22 BV

 REV DESCRIPTION DATE BY

ELEVATION 1



0

2200

150

600

1100

1600

4250

HYDRAULIC LIFTER

(OPTIONAL)

ALTERNATIVE EXIT 

IF REQUIRED

OPTIONAL ADDITIONAL DOOR 

LEAF FOR WIDER OPENING

STAINLESS STEEL HANDRAIL

GUTTER 

WITH GRATING

300

GUTTER 

WITH GRATING

3250

900

SK9SK9SK9

WPF

DFP

WPF

PO/1

LS/R

CW

WPF

SG SG

SG SG

WT
RAMP

DOOR TO 

FILTRATION PLANT

DOOR TO POOL 

EQUIPMENT STORE ROOM

DFP

1500
EC

WPF

T/R

DFR

CGCG
CG

WT

-900

(WATERPROOF)

FOR DETAILS REFER TO 

HYDLK-I, HYDROTHERAPY 

POOL LOCKER BAY

100

STAIRCASE (OPTIONAL)

CLOF DOOR

ROLL-UP POOL 

MOTORISED BLANKET

(OPTIONAL)

SG SG SG SG

GUTTER 

WITH GRATING

STAINLESS STEEL

HANDRAIL

RAMP UP 1:14 (1:14 MAX)

WITH GRIP TILES

STAINLESS STEEL

HANDRAILS GUTTER 

WITH GRATING

0

TO OPEN SHOWER AREA

REFER TO ROOM: hydsh-i

150

600

2200

4250

900

1600

C

DFPDFP

SK9

CW

PO/1

CG

2800

SK9

CGCGCG

SK9
SK9

WPF WPF

DOOR TO LOBBY/ 

WAITING

DOOR TO 

FEMALE 

CHANGE

DOOR TO  

MALE

CHANGE

DOOR TO

CLEANER'S ROOM

1500

WPF

CG CG CGCG

EC ECEC

T/R

P
O
/2

E

DFR

DFP (WATERPROOF)

WTWT

WT

SG

SG

GUTTER 

WITH GRATING
GUTTER 

WITH 

GRATING

RAMP UP 1:14

(1:14 MAX) WITH GRIP TILES

ROLL-UP POOL

MOTORISED BLANKET

(OPTIONAL)

SG SG SG SG SG SG SG SG

STAINLESS STEEL HANDRAIL

SGSG
SG SG SG SG SG SG SG SG

0
150

900

2200

3250

4250

WPF

WPF

SK9

ACCESS PANEL

600x600

(ACCESS TO 

BALANCE TANK)

SK9

EXIT 

DOOR

PO/1S

PO/1

WPF

SK9

(WATERPROOF)

WTWT

RLS Room Code

RDS Room Code

ISSUE

DESIGNED APPROVED DATE SCALE(S) SHEET

PAPER DRAWING IDREVIT FILE NAME

iHFG Standard Components
Room Layout Sheet

This document is for advisory purpose only

International Health
Facility Guidelines

International Health Facility Guidelines at:
www.healthdesign.com.au/ihfg
Editable version of Standard Components on
Health Facility Briefing System (HFBS) at:
www.healthdesign.com.au ©TAHPI

iHFG

COMPATIBILITY

Room Name

1

 1 : 100

hydp-75-i

BV SA 03.11.22

hydp-75-i

hydp-75-i-2hydp-75-i

2 OF

Hydrotherapy Pool, 75m2

ELEVATION 2

ELEVATION 3

ELEVATION 4

C    CLOCK

CG    CORNER GUARD

CW    COLD WATER OUTLET

DFP    DOOR AND DOOR FRAME PROTECTION

DFR    DEFIBRILLATOR

EC    EMERGENCY CALL

LS/R    LIGHT SWITCH - ROOM

PO/1    POWER OUTLET - SINGLE

PO/1S    POWER OUTLET - SPECIAL

PO/2E    POWER OUTLET - EMERGENCY, DOUBLE

SG    SAFETY GLASS

SK9    TILE COVED SKIRTING

T/R    TROLLEY - RESUSCITATION, ADULT

WPF    WALL PAINT FINISH

WT    WALL TILE
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GENERAL NOTES:

THIS DRAWING TO BE READ IN CONJUNCTION WITH R.D.S.

(ROOM DATA SHEETS) WHICH TAKES PRECEDENCE. 

ALL SERVICES INDICATED ARE INDICATIVE AND SUBJECTED TO 

DETAILED PROJECT SPECIFIC ENGINEERING DESIGN.

CEILING LEGEND:

CEILING TYPE                       

HEIGHT ABOVE F.F.L.                       

ELECTRICAL LEGEND:

MECHANICAL LEGEND:

FIRE SERVICES LEGEND:

SMOKE DETECTOR                       

CORNICE TYPE                       

SUPPLY AIR GRILLE

RETURN AIR GRILLE 

SPRINKLER                       

PB-PC2
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FOR DETAILS REFER TO HYDSH-I, 

HYDROTHERAPY POOL OPEN SHOWER 
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FOR DETAILS REFER 
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hydp-75-i-3hydp-75-i

3 OF

Hydrotherapy Pool, 75m2

L/LL LIGHT - LED LIGHT

FC-PC3 FIBRE CEMENT FLUSH SET CEILING, PAINT FINISH WITH PLASTER

BOARD SQUARE SET CORNICE

WPB-PC1 WATER RESISTANT PLASTERBOARD FLUSH SET CEILING, PAINT FINISH

WITH PLASTERBOARD CORNICE 90mm

REFLECTED CEILING PLAN
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