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1 OF

Laundry - Hospital

AS    ADJUSTABLE SHELF

BNL    BENCH - LAMINATE

CBD/IB    CUPBOARD - IRONING BOARD

CBD/W    CUPBOARD - WALL MOUNTED

CW    COLD WATER OUTLET

DFP    DOOR AND DOOR FRAME PROTECTION

DRY/CI    DRYER - CLOTHES, INDUSTRIAL

FW    FLOOR WASTE

LS/R    LIGHT SWITCH - ROOM

OP    OBSERVATION PANEL

OWIN    OBSERVATION WINDOW

PO/1    POWER OUTLET - SINGLE

PO/2    POWER OUTLET - DOUBLE

SG    SAFETY GLASS

SK4    FLOOR VINYL COVED SKIRTING

SK9    TILE COVED SKIRTING

SS    STAINLESS STEEL

T/LB    TROLLEY - LAUNDRY BASKET

TL    TILE FLOORING

V4    VINYL FLOORING, NON SLIP - SAFETY

WMI    WASHING MACHINE, INDUSTRIAL

WPF    WALL PAINT FINISH

WT    WALL TILE

WV    WALL VINYL

WW    WARM WATER OUTLET
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GENERAL NOTES:

THIS DRAWING TO BE READ IN CONJUNCTION WITH R.D.S.

(ROOM DATA SHEETS) WHICH TAKES PRECEDENCE. 

ALL SERVICES INDICATED ARE INDICATIVE AND SUBJECTED TO 

DETAILED PROJECT SPECIFIC ENGINEERING DESIGN.
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