IHFG Standard Components

Room Layout Sheet

RLS Room Code mricr-i
Room Name | MRI Scanning - Control Room RDS Room Code mricr-i
AS ADJUSTABLE SHELF
BH/PB BULKHEAD - PLASTERBOARD, PAINT FINISH
BNL BENCH - LAMINATE
CHR/E CHAIR - ERGONOMIC, OFFICE
MP COMPUTER
COM/2 COMMUNICATION OUTLET - DOUBLE OF WALL
H/H HOOK - HEAVY DUTY 3600
IM/CC IMAGING - CONSOLE, CONTROL =
=
INT INTERCOM o OWIN WITH RF SHEILDING
KP KICKPLATE S, S | e | G
L/MRI LIGHT - "MRI IN USE’ I
LS/DD LIGHT SWITCH - DOWNLIGHT DIMMER i CMP— = =
‘ cozEid-co I:::é?é::::l 1 n mé?%::. :::Q:::l
MON/CCTV |  MONITOR - CLOSED CIRCUIT TELEVISION ‘ MON/CLTY > TS oo i
OWIN OBSERVATION WINDOW | |BNL J0 L Jo
PO/2E POWER OUTLET - EMERGENCY, DOUBLE ‘ n \__u__/
PO/2U UNINTERRUPTED POWER SUPPLY - DOUBLE i T q' ‘p
SK& FLOOR VINYL COVED SKIRTING \ | CHR/E 1 ' CHR/E
SUFH SHELVING UNIT - ADJUSTABLE, FULL HEIGHT ‘ e ST
TP/HS TELEPHONE - HANDSET, STANDARD ‘
V1 VINYL FLOORING, STANDARD SLIP RESISTANT g !
WPF WALL PAINT FINISH m \ v
| 12m? i S
Z o
\ FLOOR=V1 z| 8
i a —
\ x 2 &
NOTE: ‘ i iy =
RADIATION SHIELDING REQUIREMENTS TO BE PROVIDED BY = ‘ - =
2
A QUALIFIED RADIATION SHIELDING CONSULTANT 2| | SUFH WH H/H s .
&
i =
w
50 800
2700 2700
WPF WPF WPF WPF
2200 2200
OWIN WITH RF
SHEILDING
1700
INT WITH HANDS % H/HT
FREE MIC 100
MON/CCTV IM/CC 4
' 1
"
) 100 él
L
900 BNL i ot 900 8
e
WPF %
600 e
2L
o
150 150 KP
0 SK& 0 SKA&,
K-
300 800 800 50
#+ s
2700 2700
WPF WPF BH/PB WPF WPF
2200 ! ! 2200
| | SUFH SUFH
L
10 =L s As (AS _
H/H  H/M
AS AS
TR}
900 S
AS AS BNL
600 = 600 ——~----- -
"
&
N
&
150 150
0 SKL SKE SKL 0 SKi [ Sk SKL
REV  |DESCRIPTION DATE BY | REV |DESCRIPTION DATE BY |COMPATIBILITY
1 FIRST ISSUE 30.11.22 BV @
a I t t- | H Ith International Health Facility Guidelines at: " DESIGNED APPROVED DATE SCALE(S) SHEET
www.healthdesign.com.au/ihfg .
n ern a Iona ea Editable version of Standard Components on BY RH 30.11.22 1:50 10F2
l FaC|I|t Gu |de||neS Health Facility Briefing System (HFBS) at: et | REVIT FILE NAME PAPER DRAWING ID ISSUE
www.healthdesign.com.au © TAHPI . . . .
Yy QuauTy | myricr. mricr-i-1 1

This document is for advisory purpose only




IHFG Standard Components

Room Layout Sheet

RLS Room Code mricr-I
Room Name | MRI Scanning - Control Room RDS Room Code mricr-i
GENERAL NOTES:
THIS DRAWING TO BE READ IN CONJUNCTION WITH RD.S.
(ROOM DATA SHEETS) WHICH TAKES PRECEDENCE.
ALL SERVICES INDICATED ARE INDICATIVE AND SUBJECTED TO
DETAILED PROJECT SPECIFIC ENGINEERING DESIGN.
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