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ELEVATION 1

ELEVATION 2

BRCS    BRACKET - SHARPS

BRCSB    BRACKET - SUCTION BOTTLE

BSN    BASSINET

COM/2    COMMUNICATION OUTLET - DOUBLE

CR    CRASH RAIL

EC    EMERGENCY CALL

L/EXM    LIGHT - EXAMINATION, MOBILE

LM/PN    LAMP - PHOTOTHERAPY, NEONATAL

MA    MEDICAL AIR

O2    OXYGEN

PO/1    POWER OUTLET - SINGLE

PO/1E    POWER OUTLET - EMERGENCY, SINGLE

PO/C    POWER OUTLET - CLEANER'S

S    SUCTION

SAC    STAFF ASSIST CALL

SB    SUCTION BOTTLE

SBIN    SHARPS BIN

SHL    SHELF - LAMINATED

SK4    FLOOR VINYL COVED SKIRTING

SP    SERVICES PANEL

V1    VINYL FLOORING, STANDARD SLIP RESISTANT

WBC/50    WASTE BIN - CLINICAL, 50 LITRE

WPF    WALL PAINT FINISH

WPP    WALL PROTECTION PANEL
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GENERAL NOTES:

THIS DRAWING TO BE READ IN CONJUNCTION WITH R.D.S.

(ROOM DATA SHEETS) WHICH TAKES PRECEDENCE. 

ALL SERVICES INDICATED ARE INDICATIVE AND SUBJECTED TO 

DETAILED PROJECT SPECIFIC ENGINEERING DESIGN.

CEILING LEGEND:

CEILING TYPE                       

HEIGHT ABOVE F.F.L.                       

PB

2700

MECHANICAL LEGEND:

FIRE SERVICES LEGEND:

SMOKE DETECTOR                       

SUPPLY AIR GRILLE 

SPRINKLER                       

ELECTRICAL LEGEND:
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PB-PC3 PLASTERBOARD FLUSH SET CEILING, PAINT

FINISH WITH SQUARE SET CORNICE

L/CCD    LIGHT - COLOUR CORRECTED, DIMMABLE
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