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PET/CT - Control Room

PLAN

AS    ADJUSTABLE SHELF

BH/PB    BULKHEAD - PLASTERBOARD, PAINT FINISH

BNL    BENCH - LAMINATE

CHR/E    CHAIR - ERGONOMIC, OFFICE

CMP    COMPUTER

COM/2    COMMUNICATION OUTLET - DOUBLE

H/H    HOOK - HEAVY DUTY

IM/CC    IMAGING - CONSOLE, CONTROL

INT    INTERCOM

KP    KICKPLATE

LS/R    LIGHT SWITCH - ROOM

MON/CCTV    MONITOR - CLOSED CIRCUIT TELEVISION

OP/R    OBSERVATION PANEL - RADIATION SHIELDING

PO/2E    POWER OUTLET - EMERGENCY, DOUBLE

PO/2U    UNINTERRUPTED POWER SUPPLY - DOUBLE

SK4    FLOOR VINYL COVED SKIRTING

SUFH    SHELVING UNIT - ADJUSTABLE, FULL HEIGHT

TP/HS    TELEPHONE - HANDSET, STANDARD

V1    VINYL FLOORING, STANDARD SLIP RESISTANT

WPF    WALL PAINT FINISH

XR-L    X-RAY IN USE' LIGHT

NOTE:

RADIATION SHIELDING REQUIREMENTS TO BE PROVIDED BY 

A QUALIFIED RADIATION SHIELDING CONSULTANT

ELEVATION 1 ELEVATION 2

ELEVATION 3 ELEVATION 4

2

REV DESCRIPTION DATE BY

1 FIRST ISSUE 28.11.22 BV

 REV DESCRIPTION DATE BY



CLOF ROOM

L/LL

ACT-PC5

2700

B
H
/
P
B

2
2
0
0

X
R
-
L

L/LL

GENERAL NOTES:

THIS DRAWING TO BE READ IN CONJUNCTION WITH R.D.S.

(ROOM DATA SHEETS) WHICH TAKES PRECEDENCE. 

ALL SERVICES INDICATED ARE INDICATIVE AND SUBJECTED TO 

DETAILED PROJECT SPECIFIC ENGINEERING DESIGN.

CEILING LEGEND:

ELECTRICAL LEGEND:

MECHANICAL LEGEND:

FIRE SERVICES LEGEND:

SMOKE DETECTOR

SUPPLY AIR GRILLE

RETURN AIR  GRILLE

SPRINKLER

CEILING TYPE                       

HEIGHT ABOVE F.F.L.                       

CORNICE TYPE                       

BP-PC2

2700

GRID LINE                    

TILE CEILING GRID (600 x 600)

RLS Room Code

RDS Room Code
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PET/CT - Control Room

REFLECTED CEILING PLAN

ACT-PC5 ACOUSTIC CEILING TILES WITH POWDERCOAT ALUMINIUM

CORNICE, FLUSHED AGAINST WALL

BH/PB BULKHEAD - PLASTERBOARD, PAINT FINISH

L/LL LIGHT - LED LIGHT

2

ISOMETRIC VIEW 01 ISOMETRIC VIEW 02
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