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Cytotoxic Clean Room

PLAN

ELEVATION 1

ELEVATION 3 ELEVATION 4

BNSS    BENCH - STAINLESS STEEL

COM/2    COMMUNICATION OUTLET - DOUBLE

DFP    DOOR AND DOOR FRAME PROTECTION

LS/R    LIGHT SWITCH - ROOM

PO/1    POWER OUTLET - SINGLE

PO/2E    POWER OUTLET - EMERGENCY, DOUBLE

PO/2U    UNINTERRUPTED POWER SUPPLY - DOUBLE

SBIN    SHARPS BIN

SK4    FLOOR VINYL COVED SKIRTING

STAM    STOOL - ADJUSTABLE, MOBILE

T/MUL    TROLLEY - MULTIPURPOSE

V1    VINYL FLOORING, STANDARD SLIP RESISTANT

WBCY    WASTE BIN - CYTOTOXIC

WPF    WALL PAINT FINISH

WT    WALL TILE

WV    WALL VINYL
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ELEVATION 2



GENERAL NOTES:
THIS DRAWING TO BE READ IN CONJUNCTION WITH R.D.S.

(ROOM DATA SHEETS) WHICH TAKES PRECEDENCE. 

ALL SERVICES INDICATED ARE INDICATIVE AND SUBJECTED TO 

DETAILED PROJECT SPECIFIC ENGINEERING DESIGN.
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