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Pantry

AS    ADJUSTABLE SHELF

BCW    BOILING / CHILLED WATER UNIT

BH/PB    BULKHEAD - PLASTERBOARD, PAINT FINISH

BNL    BENCH - LAMINATE

CBD/D    CUPBOARD - DRAWER UNIT

CBD/UBL    CUPBOARD - UNDER BENCH, LOCKABLE

CBD/W    CUPBOARD - WALL MOUNTED

CBD/WL    CUPBOARD - WALL MOUNTED, LOCKABLE

DFP    DOOR AND DOOR FRAME PROTECTION

DHT    DISPENSER - PAPER HAND TOWEL

DI    DISPENSER - ICE

DS    DISPENSER - SOAP

FR/D    FRIDGE - DOMESTIC

LS/R2    LIGHT SWITCH - ROOM, 2 WAY

OV/MW    OVEN - MICROWAVE

PO/1    POWER OUTLET - SINGLE

PO/1S    POWER OUTLET - SPECIAL

PO/2    POWER OUTLET - DOUBLE

SBK    SPLASHBACK

SK4    FLOOR VINYL COVED SKIRTING

SNK12    SINK WITH DRAINER - SINGLE

TAP/BCW    TAPWARE - BOILING / CHILLED WATER UNIT

TAP/M    TAPWARE - MIXER

V1    VINYL FLOORING, STANDARD SLIP RESISTANT

WBF/20    WASTE BIN - FLIPTOP, 20L

WPF    WALL PAINT FINISH

ELEVATION 1 ELEVATION 2

ELEVATION 3 ELEVATION 4
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GENERAL NOTES:

THIS DRAWING TO BE READ IN CONJUNCTION WITH R.D.S.

(ROOM DATA SHEETS) WHICH TAKES PRECEDENCE. 

ALL SERVICES INDICATED ARE INDICATIVE AND SUBJECTED TO 

DETAILED PROJECT SPECIFIC ENGINEERING DESIGN.

CEILING LEGEND:

GRID LINE                    

CEILING TYPE                       

HEIGHT ABOVE F.F.L.                       

PB

2700

MECHANICAL LEGEND:

FIRE SERVICES LEGEND:

THERMAL DETECTOR                       

SUPPLY AIR GRILLE                       

SPRINKLER                       

ELECTRICAL LEGEND:

TILE CEILING GRID (600 x 600)

EXHAUST GRILLE                       

ACT-PC4
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2200
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Pantry

REFLECTED CEILING PLAN

2

ISOMETRIC VIEW 01 ISOMETRIC VIEW 02

L/LL LIGHT - LED LIGHT

ACT-PC4 ACOUSTIC CEILING TILES

PB BULKHEAD - PLASTERBOARD, PAINT FINISH
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