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Waiting - Secure, 6 m²

ELEVATION 1

PLAN

AW    ARTWORK

CG    CORNER GUARD

CHR/W    CHAIR - WAITING

CPT    CARPET

DBZ    DOOR BUZZER

INT    INTERCOM

KP    KICKPLATE

L/LL    LIGHT - LED LIGHT

PO/2    POWER OUTLET - DOUBLE

R/M    RACK - MAGAZINE

SG    SAFETY GLASS

SK7    TIMBER SKIRTING

TB/L    TABLE - LOW

TLG    TOUGHENED LAMINATED GLASS

V1    VINYL FLOORING, STANDARD SLIP RESISTANT

WCH    WHEELCHAIR

WPF    WALL PAINT FINISH
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GENERAL NOTES:

THIS DRAWING TO BE READ IN CONJUNCTION WITH R.D.S.

(ROOM DATA SHEETS) WHICH TAKES PRECEDENCE. 

ALL SERVICES INDICATED ARE INDICATIVE AND SUBJECTED TO 

DETAILED PROJECT SPECIFIC ENGINEERING DESIGN.
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REFLECTED CEILING PLAN

ACT-PC4 ACOUSTIC CEILING TILES WITH POWDERCOAT

ALUMINIUM CORNICE, SHADOW LINE

PB-PC4 PLASTERBOARD FLUSH SET CEILING, PAINT FINISH

WITH POWDERCOAT ALUMINIUM CORNICE, SHADOW

ANGLE 24mm
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